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A highly recommended 
anchor that is safe and 
easy to operate. 

Deadline Anchors from Lee C. 
Moore offer industry-leading 
load capacities of up to 200,000 
pounds and are designed and 
monogrammed per API 8C 
specifications. A rotating drum is 
used to efficiently slip drill line by 
optimizing safety and reduce down 
time.

Safety Benefits:

•  Provides a safe handling distance 
from the unit.

•  No chance of line jumping or 
crossing.

•  Easy to use, especially with larger 
wire rope.
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Contact Information:

TULSA OFFICE
5416 South Yale Avenue, 
Suite 500
Tulsa, Oklahoma 74135 USA
t: +1-918-523-9191
t: +1-800-864-8794
f: +1-918-523-0854
e: sales@lcm-wci.com

HOUSTON OFFICE
9601 Katy Freeway
Houston, Texas 77024 USA
t. +1-832-925-7150
t: +1-832-925-7151
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    PROPERLY AND HAVE LOCKNUTS OR LOCKWASHERS INSTALLED.
5. DROPPED OBJECT RETENTION - ENSURE ALL BOLTS ARE TIGHTENED
4. LEVER ARM RATIO - .587
3. MINIMUM OF THREE WIRE LINE WRAPS AROUND DLA DRUM.
2. LINE INSERT CLAMP TO BE TORQUED TO 300 FT/LBS.
1. MAXIMUM DEADLINE LOAD TO BE UP TO 200,000 LBS.
NOTES:
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8C MONOGRAMMED PLATE

Features and benefits:

• Compatible with customer specified drill line OD

• Safe and efficient 3 pin removal for rotating drum

• Easier and safer with larger wire rope

•  Allows for safe handling distance from the unit

• Prevents line crossing or jumping

• Reduces down time during slip-and-cut

 Specifications

Load Capacities up to 200,000 pounds

Compression or Tension type Load Sensor 

Electronic or Hydraulic signal output

Mast leg mounted or floor mounted styles available

Double line clamp retention for added safety

API-8C Monogrammed

Dimensions/Schematic
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